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WL Plastics Documents for Submittals
Below are the most often requested WL Plastics publications for submittal packages.  WL Plastics publications are 
available for free download from www.wlplastics.com.  WL Plastics offers pre-order specification review services to 
assure product compliance with project specifications.  Please contact Technical Service – 435-867-8908 – or 
wltechnical@wlplastics.com for technical assistance. 

IPS Sized PE4710 

WL102 PIPE SIZES/PRESSURE RATINGS 

WL106  PE4710 PIPE COMPOUND 

WL116  PIPE STANDARDS 

WL131  SAFETY DATA SHEET (SDS) 

WL133 ISO CERTIFICATE

DIPS Sized PE4710 

WL104  (DIOD) PRESSURE CLASS PIPE 

WL106 PE4710 PIPE COMPOUND 

WL116 PIPE STANDARDS 

WL131 SAFETY DATA SHEET (SDS) 

WL133 ISO CERTIFICATE

FACTORY MUTUAL PE4710 <FM> 

WL130  FM APPROVED PIPE 

WL106 PE4710 PIPE COMPOUND 

WL116 PIPE STANDARDS 

WL131 SAFETY DATA SHEET (SDS) 

WL133 ISO CERTIFICATE 

This publication is intended for use as a piping system guide.   It should not be used in place of a professional engineer’s judgment or advice and it is not intended as installation 
instructions.  The information in this publication does not constitute a guarantee or warranty for piping installations and cannot be guaranteed because the conditions of use are 
beyond our control.  The user of this information assumes all risk associated with its use.  WL Plastics Corporation has made every reasonable effort to ensure accuracy, but the 
information in this publication may not be complete, especially for special or unusual applications.  Changes to this publication may occur from time to time without notice.  Contact 
WL Plastics Corporation to determine if you have the most current edition. 
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