


PRODUCT FEATURES

Manufactured with highest  
quality HDPE materials 

 

Ideal protective pathway  
for Power & Communication  
installations

Long continuous lengths on reels 
for ease of installation

Diameters ranging from  
3/4’’ to 12’’ 

Variety of wall dimensions  
(SDR, SIDR, SCH40 & SCH80)

Custom colors, stripes, lengths,  
and print-lines 

Pre-installed pull tape available

Segmented reels available

Manufactured in accordance  
with industry standards

Typical Physical Properties  
for WL Plastics HDPE  
Conduit Pipe Compound 

WL Plastics conduit pipe is manufactured from high density 

polyethylene compounds that meet or exceed ASTM D 

   

Thermal stability

Low Temperature Brittleness 

Tensile Impact

ASTM D3350

ASTM D1238

ASTM  D1238

ASTM 792/D1505

ASTM  D790

ASTM  D3350

ASTM D1822

>130,000 psi

> 1000 h

PHYSICAL PROPERTY TEST METHOD TYPICAL VALUE

PRODUCT OPTIONS

RAW MATERIAL OVERVIEW

 

  
Product Overview
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Pipe Size A/D Avg OD, in SDR D 7 9 13.511

SDR PRODUCT DIMENSIONS
Products greater than 

 
 

 
 

products are available in  
 

offers these products in  
stick lengths to ensure  
product quality and limit  

*
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Sizes
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Min.Inside 
Diameter  
(inches)

Pipe  
Size A/D SIDRB 11.5

SIDR PRODUCT DIMENSIONS

 

 

 

 

 

Avg OD, in Pipe Size A/D
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ScheduleB 40 80

SCHEDULE PRODUCT DIMENSIONS

CONTACT WL PLASTICS PLANT  
CUSTOMER SERVICE TO CONFIRM AVAILABILITY  
AND FOR SIZES AND DR’S NOT SHOWN.  
 
A.  

B.  
 

C.
 

 

D.

 

  
Sizes
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Sizes

Avg OD, in Pipe Size

¼¼

C

C

C

C

C

C

C

Schedule  40 Schedule  80 
EPEC-B  
(DR 13.5)

UL L ISTED PRODUCT DIMENSIONS Products greater than 
 
 

 
 

products are available in  

 
WL offers these products 
in stick lengths to ensure  
product quality and limit  
pipe ovality.

*
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STANDARD LENGTHS PER REEL (in feet)

STANDARD  
TRUCKLOAD  
CAPACITY

66

84

96

102

120  

Reel size

16

14

12

12

8

 

Capacity

.75’’

1’’

1.25’’

1.5’’

2’’

Pipe
Diameter

66”  
Reel

2.5’’

2’’ SIDR
11.5

3’’

4’’ SIDR
11.5

5’’

6

6’’ SIDR
11.5

84”  
Reel

96”  
Reel

102”  
Reel

Single

10,000

6,000

3,350

2,200

1,100

12,000

8,000

6,500

3,500

3,000

Single Single Double

1,500

1,500

15,000

10,000

8,000

6,000

4,000

4,000

2,000

4’’

14,000

10,000

8,000

5,600

4,000

1,000

600

9,800

7,500

5,400

3,300

Triple Quad

9,500

7,200

5,000

3,200

Single Double Triple Quad Single

120”  
Reel

12,000

10,000

7,000

5,000

4,500

2,500

1,200

800

700

12,000

8,800

6,800

4,200

12,000

8,400

6,600

4,000

12,000

8,200

6,400

1,250

1,100

750

450

450

Reels per truck
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BEND RADIUS GUIDELINES 
Contact WL Plastics  
Engineering for technical  
information not shown.

SAFE PULLBACK FORCE  

.75’’

1’’

1.25’’

1.5’’

2’’

2.5’’

3’’

4’’

5’’

6’’

8’’

10’’

12’’

1.050

1.315

1.660

1.900

2.375

2.875

3.500

4.500

5.563

6.625

8.625

10.750

12.750

780 

1,224 

1,950 

2,554 

3,990 

5,847 

8,666 

14,326 

21,893 

31,050 

52,627 

81,754 

115,003 

653 

1,024 

1,631 

2,137 

3,340 

4,893 

7,252 

11,987 

18,320 

25,982 

44,037 

68,410 

96,232 

 

850 

1,354 

1,774 

2,771 

4,061 

6,018 

9,948 

15,204 

21,563 

36,547 

56,773 

79,863 

 

2,439 

3,573 

5,296 

8,754 

13,379 

18,974 

32,159 

49,958 

70,276

 

2,237 

3,278 

4,858 

8,030 

12,272 

17,405 

29,500 

45,827 

64,466 

758

1,273  

1,524  

1,823  

2,450  

3,885  

5,081 

7,237  

9,804  

12,725  

19,150  

27,151  

35,898 

988

1,457   

2,010   

2,435   

3,368   

5,138   

6,876  

10,049   

13,935 

19,163   

Pullback Load (lbf)

Pipe
Diameter

Average
OD

SDR 
 9

SDR 
 11

SDR 
 13.5

SDR 
15.5

SDR 
 17

Schedule 
 40

Schedule 
80

 

 
Information

.75’’
1’’
1.25’’
1.5’’
2’’
2.5’’
3’’
4’’
5’’
6’’
8’’
10’’
12’’

10
13
17
19
24
29
39
50
61
73
155
194
230

20
26
34
38
48
58
78
100
122
146
233
290
344

Bend  
Radius

Supported 
Bend  
Radius

Unsupported 
Bend  
Radius

When installing conduit, 
large radius sweeping 
bends are recommended 

Safe working loads calculated based on up to a 
12 hour pull, minimum resin tensile of 3,000 psi, average 
OD, minimum wall thickness and using a 20% factor
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Bowie, TX
Snyder, TX

Casper, WY

Statesboro, GA

Elizabethtown, KY

Lubbock, TX

Rapid City, SD

Cedar City, UT

Titusville, PA

Bowie, TX
Casper, WY
Cedar City, UT
Elizabethtown, KY
Lubbock, TX

Rapid City, SD
Snyder, TX
Statesboro, GA
Titusville, PA


